
COLD FLAT-ROLLED PRODUCTS
for deep drawing or cold bending

NORM: UNI EN 10130 (2007 ed.) requirements and quality characteristics

- For grade DC01, it is recommended that the material be used within 6 weeks of delivery
- For design purposes, the lower yield strength Re for grades DC01, DC03, and DC05 may be assumed to be 140 N/mm², and for grade DC06, 120 N/mm²
- For thicknesses of 0.50 mm or less, the yield strength Re is increased by 40 N/mm², and for thicknesses between 0.51 mm and 0.70 mm, it is increased by 20 N/mm².
- For thicknesses less than or equal to 0.50 mm, the A80 elongation limit is reduced by 4 units and for thicknesses between 0.51 mm and 0.70 mm, it is reduced by 2 units.

DC01: Guaranteed prevention of slip lines for aspect B for a period of 3 months.
DC06 / DC07: Guaranteed prevention of slip lines in all cases.
DC03 / DC04 / DC05: Guaranteed prevention of slip lines for both aspects A and B for a period of 6 months.

OILED: Standard protection.
NONE: No warranty against rust formation.

The material can be produced to be suitable for metal coatings—whether by hot-dip galvanizing 
or electroplating—or for organic coatings. 
This requirement must be speci�ed at the time of order.

However, the welding process must be speci�ed at the time of order, 
particularly in the case of gas welding. 
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NORM: UNI EN 10131 (December 2006 ed.) dimensional and shape tolerances

SPESSORE (mm) Normali Speciali

PER LAMIERE E COILS
SPESSORE (mm) Normali Speciali

PER NASTRI E BANDELLE REFILATE
LARGHEZZA (mm) < 125 125 - - 249 250 - - 399 400- - 599

For widths < 1500 mm, the de�ection of a wave with a length > 200 mm must be < 
1% of its length.
For widths >= 1500 mm, the height of a wave with a length > 200 mm must be < 
1.5% of its length.
For waves with a length < 200 m, the maximum de�ection must not exceed 2 mm.

PERPENDICULARITY (OUT OF SQUARE) STRAIGHTNESS (CENTERING)LUNGHEZZA (mm) Normali Speciali

PLANARITÀ(mm) Spessore nominale

The tolerance must not exceed 5 mm over 
a length of 2 meters.
For lengths less than 2 meters, the tolerance 
must not exceed 0.25% of the actual length.
For slitted strips with a width of less than 600 mm, 
a special tolerance of up to 2 mm over a length of 
2 meters may be speci�e

STRAIGHTNESS (CENTERLINE)


