
COLD-ROLLED, HOT-DIP GALVANIZED
IN A COUNTINUOUS PROCESS 
Continuously hot-dip galvanized for cold forming (Z) 

NORM: UNI EN 10346  (2009 ed.) requirements and quality characteristics

Flat products made of low-carbon steel

QUALITY Mechanical Properties Chemical Analysis

UNWINDING AND STRETCHING LINES

SURFACE FINISH Sigla

OUTER APPEARANCE Sigla

COATING Test

ADERENZA DEL RIVESTIMENTO

SURFACE PROTECTION Sigla



NORM: UNI EN 10143 (December 2006 ed.) dimensional and shape tolerances

PERPENDICULARITY (OUT OF SQUARE) STRAIGHTNESS (CENTERLINE)LENGTH (MM) Normal Special

Nominal thickness

SPESSORE (mm) Normali Speciali

FOR SHEETS AND COILS
THICKNESS (MM) Normali Speciali

FOR TRIMMED TAPE AND STRIPS
WIDTH (MM) < 125 125 - - 249 250 - - 399 400- - 599

FLATNESS (MM)

The tolerance must not exceed 5 
mm over a length of 2 meters.
For lengths less than 2 meters, the 
tolerance must not exceed 0.25% of 
the actual length.
For slitted strips with a width less 
than 600 mm, a special tolerance of 
up to 2 mm over a length of 2 
meters may be speci�ed.


